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FAPT cecTion COUNTY | JO AL [SHEET

TRAFFIC CONTROL FOR ROAD CLOSURE i
WITH SIDE ROAD WITHIN 150°

Use District Standard 40.l
when distance is less
than 45 m (50"
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GENERAL NOTES

Longitudinal dimensions may be adjusted to
fit field conditions.

W2I-1100(0)-48

W20-3(0)-48 W20-3(0)-48

W20-3(0)-48

Wi-7(0)-3618
Wi-6(0)-3618

WI-6(0)-3618 | <] When speed limit is less than 45mph, change
W20-3(0)-48 sign spacing to 250’ and change ROAD
CLOSED 1000 FT to ROAD CLOSED 500 FT.

Use District Standard 40.
when distance Is less
than 45 m (150°)

\
ﬁ 500’ (\500’ {\500’

When the distance between the barricade
and the Intersection is between 450 m
W20-3(0)-48 (1500 and 600 m (2000'), the advance sign
shallbe placed at the intersection. When
the distance between the barricade and
the Intersection is over 600 m (2000, an
additional sign shallbe placed at the
intersection. The additionalsign shallgive
t j] the distance to the barricade In miles

CONDITION |

. Major
‘ D Variable D ‘ Sideroad Closure

or fractions of a mile.

Side roads requiring all three signs
[E j| W as shown in CONDITION |(Major

Sideroad Closure), shallbe listed In
Work area the specialprovision.

Type lliBarricades and RIi-4-4830 signs
shallbe as shown in "Road

Closed To AllThru Traffic' detallon Highway
Standard 70200l If the distance "D"
exceeds 600 m (2000°) an additionalset of
barricades and RIl-4-4830 shallbe placed
at each end of the work arsea.

*» Where localaccess is to be maintained,
Type liBarricade with Flashers barricades are fto be set up as shown
above in Road Closed to thru traffic.

Sign with flashing light Type liBarricades and RI-2-4830 signs
shallbe as shown in "Road
Closed To Al Traffic' detallon Highway
Standard 70200l.
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TYPICAL APPLICATION
All dimensions are In milimeters (inches) FOR ROAD CLOSURE
unless otherwise shown. WITH SIDE ROCAD WITHIN
150" OF CLOSURE

TRAFFIC CONTROL FOR ROAD CLOSURE WITH SIDE ROAD WITHIN 150" 40.1a




